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INSTRUMENTATION FOR A MARS ENTRY EXPERIMENT
L. Wolfert, M. Kardos, J. Dougherty, J, Cox 
Martin Marietta Corporation, Denver, Colorado
Summary
This paper is based on a preliminary design 
of an entry science package for a Voyager Mars 
entry and landing capsule. The introduction out­ 
lines the various conditions under which the instru­ 
ments must operate and the range of anticipated 
measurement parameters. The following sections 
describe the technology survey, alternative meas­ 
urement concepts considered, and the instruments 
selected for the entry science package. The last 
section is devoted to the complete subsystem opera­ 
tion, sequence of events, data handling, and the 
system of backup measurements.
Introduction 
Mission Constraints
Exploration of the planet Mars has been pro­ 
posed as a major objective of the space program. 
Measurements of basic atmospheric parameters will 
not only provide a better understanding of the 
natural phenomena on Mars, but they will also help 
to optimize the design of future Martian landers.
The described entry science package is based 
on a preliminary design of a Voyager Mars entry 
and landing capsule completed by the Martin Mari­ 
etta Corporation for the Jet Propulsion Laboratory 
under Contract 952001 during the period from June 
through August of 1967.
The described entry science package for atmos­ 
pheric measurements is intended for a space capsule 
that separates from a spacecraft orbiting the 
planet Mars (Fig. 1). The space capsule deceler­ 
ates and makes a soft landing on the planet's 
surface. After separation from the spacecraft and 
capsule deorbit, entry deceleration from a velocity 
of about 15,000 fps at an entry angle between 13 
and 16 degrees is achieved by aeroshell, parachute, 
and retrorockets. All measurements will be con­ 
ducted at altitudes below 800,000 feet. At least 
5 x 10 bits of science data can be transmitted 
during entry and descent. High confidence in the 
measurement method and extreme reliability of the 
instrumentation are essential for such a space 
mission.
All equipment must undergo heat sterilization 
and must withstand the Saturn V launch and all 
other mission environments. An additional con­ 
straint is that the entry science package contain 
at least 45 pounds of science instruments .
Atmosphere Structure and Composition
Figure 2 shows, besides some ranges of capsule 
flight conditions, the approximate ranges of atmos­ 
pheric pressure (P) , density (p) , temperature (T) , 
and composition predicted for Mars. The lower atmos­ 
phere structure is essentially described by these 
parameters. Composition yields the mean molecular 
weight (M), which is essential in_tying together 
the structure parameters (P=pTR/M), R being the 
universal gas constant.
For the Martian exosphere, temperatures as 
high as 1500°K have been suggested . Above a 
60-kilometer altitude, a change in composition 
caused by photodissociation is anticipated. There­ 
fore, atomic oxygen and carbon monoxide may occur 
in the upper Martian atmosphere also . Atmospheric 
water vapor of (14 Z 7) x 10" gr/cm -column has 
been reported^". Mariner IV measurements indicated 
a peak ionization near a 120 kilometer altitude.
It was assumed that atmospheric pressure, 
density, and temperature profiles must be measured 
with a precision on the order of ±1 percent. 
Measurement of major constituents and humidity was 
also anticipated. A mass spectrometer capable of 
covering a mass range of 10 to 60 within 2 seconds, 
an accelerometer triad, and pressure and temperature 
transducers operating at Mach 5 or less were stipu­ 
lated.
Humidity and other minor constituents can 
cause important natural phenomena. The importance 
of the density profile to both engineering and 
science emphasizes the need for redundant techniques 
and backup modes. Composition measurements at both 
low and high altitudes significantly improve atmos­ 
pheric models and add a degree of functional redun­ 
dancy.
Trajectory Reconstruction
Evaluation of the various entry measurements 
to achieve the best atmosphere reconstruction re­ 
quires consideration of instrument accuracies and 
response times, equations of motion, and aerodynam­ 
ics, etc. Statistical techniques such as the 
Kalman-Bucy minimum variance (linear filter) 
approach^ can be applied to computer evaluation. 
This approach showed good results in the PRIME 
program. Reference 6 describes an analysis for 
determining the atmosphere structure, the mean 
molecular weight, the velocity/altitude history, 
and the flight path angle history of a descending 
probe in a low-speed flight from onboard measure­ 
ments of pressure, temperature, and acceleration.
Surface Imaging
Surface imaging has very high priority and 
provides the largest amount of data. The objective 
of the television experiment is to obtain resolu­ 
tion identifiable with orbiter TV down to 1 meter/ 
optical line pair. The camera axis must be parallel 
to the capsule roll axis. A TV approach using dual 
1 inch vidicons with 200 x 200 picture elements, 
6 bits/element was stipulated. The Mariner IV 
Mars flyby supplied data indicating that the mean 
highlight illumination of Mars was 5 to 7.27 
lumens/cm2 for aphelion and perhielion conditions, 
respectively, and that the Martian albedo varied 
between 0.15 and 0.235 7 .
Instrument Selection 
Technology Survey
The technology base for atmospheric structure 
and composition measurements has evolved from
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research and development associated with aircraft, 
missiles, entry of ballistic payloads and manned 
satellites, satellite orbit decay, high-altitude 
atmospheric observations from balloons, drop sondes, 
rockets and satellites, and trajectory reconstruc­ 
tion for lifting body and planetary entry vehicles. 
The technology supporting the surface imaging is 
based on development carried out for the Rangers, 
Mariner IV, Mariner 1969, and ESSA (automatic pic­ 
ture taking system) programs, as well as vidicon 
sterilization programs.
The aerodynamic flow regime of the Martian 
entry and descent are shown in Figure 3. The most 
significant parameters are speed and density or 
mean free-path length. The speed will be hyper­ 
sonic to an altitude below 100,000 feet and, for 
practical purposes in designing the entry science 
experiments, it can be called hypersonic almost 
down to parachute deployment. In the molecular 
flow-regime, the Knudsen number is large and satel­ 
lite experiment technology can be applied. During 
part of the entry phase, the capsule itself may be 
in continuous flow while a small protruding probe 
is not. During hypersonic and supersonic continuous 
flow, the high speed is the primary effect. Above 
Mach 5, density can be accurately measured, but 
other atmospheric measurements are difficult unless 
the instrument senses the atmosphere beyond the 
shock layer. As the velocity decreases below 
Mach 5, direct measurements of basic atmospheric 
parameters become more accurate. After parachute 
deployment, the capsule rapidly approaches subson­ 
ic speeds or is subsonic. For this range, the 
technology is quite mature and measurements can be 
made with good confidence. Installation geometry 
of instruments on the capsule structure can be re­ 
fined by wind tunnel tests.
After the basic measurement and data handling 
concepts were established in the initial Voyager 
study phase, specific instruments were chosen. To 
achieve a good selection, a thorough search of 
existing relevant instrument technology was con- 
ducted^"^--'-. This search included review of techni­ 
cal literature, information reported on instruments 
used in other high altitude and space programs, and 
a survey of vendor descriptive information. About 
70 instrument manufacturers were contacted during 
instrument selection.
Alternative Measurement Concepts
General Considerations. Generally, the atmos­ 
pheric sensors must be directly exposed to the 
atmosphere in front of the entry vehicle where the 
aerodynamic conditions are relatively well defined 
or can be calibrated, and where the ambient gas is 
not significantly contaminated by the entry capsule. 
However, to reduce capsule bus weight, the aero- 
shell in front of the lander must be separated and 
discarded as soon as its decelerator function is 
completed. During the study, it became apparent 
that a group of instruments should be mounted on 
the aeroshell. The disadvantages of some instru­ 
ment duplication were outweighed by the advantages 
of simple, reliable, lightweight electrical connec­ 
tions to the aeroshell instruments, better measure­ 
ment conditions, and instrument specialization for 
the entry phase. Therefore, one group of instru­
ments was specifically selected for the hypersonic 
and supersonic entry phase before parachute de­ 
ployment. Another group of instruments is mounted 
on the lander and performs some entry and all 
terminal descent and landing experiments.
Many techniques for atmospheric measurement 
have been proposed, investigated, or applied. The 
large number of attempts is due to the lack of sat­ 
isfactory instruments for a wide range of applica­ 
tions. Only a relatively small number of possible 
measurement techniques are outlined in Table 1. 
Some of the major considerations for instrument 
selection or rejection are pointed out. The follow­ 
ing descriptions refer to the various columns of 
Table 1.
Density From Acceleration Measurements (Column 
1) . Determining atmospheric density from deceler­ 
ation measurements requires an accurate knowledge 
of velocity and the ballistic coefficient. This 
coefficient is influenced by vehicle angle of 
attack, composition, velocity, and the vehicle 
mass change caused by fuel consumption. The drag 
coefficient can initially be determined for various 
anticipated atmospheres. After the space mission, 
the environment can be more exactly simulated.
Density from Stagnation Pressure Measurement. 
(Column 2) . Accelerometers are generally more 
accurate than pressure transducers; however, a 
higher density accuracy is expected from the stag­ 
nation pressure measurements. During entry, the 
high speed itself exerts the primary effect on 
measurements in the range before parachute deploy­ 
ment. For example, the dynamic pressure (1/2 pV ) 
is much greater than the static value; the ratio 
being 1/2 y M ( y = ratio of specific heats, M = 
Mach number, p = mass density, and V = velocity). 
Thus, although the pressure at the stagnation point 
on the vehicle is affected by the ambient atmos­ 
phere and gas chemistry, such a measurement really 
yields the dynamic pressure. The effect of the 
various flight regimes -- continuum, transition, 
and free molecule -- is only to modify the correc­ 
tions of the dynamic pressure measurement required. 
The measurement remains one of dynamic pressure. 
The same argument applies to the temperature (or 
enthalpy) . The stagnation enthalpy is essentially 
1/2 V2 } the freestream static enthalpy being a 
small fraction of this value.
The dynamic pressure 1/2 p^ 







for free molecular 
flow
where P 2^P<» is tne density ratio across the 
normal shock and Tr / Ti is the temperature ratio 
of the reflected and incident molecules. Romeo 
has shown (Ref. 22) that the right side of this 
equation is remarkably constant (near 0.96) even
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for low supersonic Mach numbers. In the transition 
range, some theory exists (see, for example, Ref. 
23) but experimental correlation is needed (Ref. 24). 
The important point is again made that the effect of 
various flight regimes on gas composition is a 
relatively small correction (the right side of the 
equations above is near unity if M is large). A 
reasonable approximation to those effects will lead 
to an accurate evaluation of p^ V^ and, hence, of 
.the density. It is assumed that the trajectory 
reconstruction has yielded the velocity.
Density Measurement with Radiation Gages (Col­ 
umns 3,4,5,6,7). Density measurement by particle 
backscatter or absorption of alpha, beta or gamma 
rays is very interesting because with these tech­ 
niques one can reach beyond the shock layer of the 
vehicle. Alpha and beta particles have been used 
for high atmospheric densities, while electrically 
generated X-Rays and electron beams have been 
applied for low-density regions. Ref. 26 describes 
alpha and beta absorption gages for densities above 
7 x ICT^ and 10" 6 gr/cc, respectively. Beta ray 
forward scatter (Column 4) has been applied for 
density measurements above 10"^ gr/cc. In the 
density range from about 4 x 10~8 to 4 x lO'^ 3 gr/cc, 
the atom density can be measured by sensing the 
number of "brems strahlung" X-Ray photons generated 
by the electron beam and radiated to the X-Ray de­ 
tector (see Column 6). This measurement is in­ 
fluenced by the type of atoms (composition) .
Scattering of gamma and X-Rays is useful for 
densities above 5 x 10*10 gr/cc. The radiation 
source can be a radioisotope, though electrical 
sources such as an X-Ray tube may cause less inter­ 
ference because they emit only when energized. 
However, electrical X-Ray sources may require more 
weight than radioisotopes. The effects of Compton 
scattering or photoelectric absorption, followed by 
fluorescence (emission of a characteristic X-Ray), 
are used for density detection.
Table 1, Column 7, shows the instrument con­ 
cept for a density sensor utilizing the technique 
of electron beam-induced luminosity. This method 
is advantageous because the gas can be sensed in a 
region where it will not be aerodynamically dis­ 
turbed while partial density and composition are 
measured. The composition measurement is based on 
the luminosity at specific optical spectra that 
are characteristic for various anticipated consti-, 
tuents. The light intensity is a measure of the 
partial density. Development of this promising 
method is incomplete, but, if perfected, it may 
provide density and composition data concerning 
the undisturbed atmosphere several orders higher 
than possible with the open ion source mass spec­ 
trometer.
Measurements With and Modifications of Lang- 
muir Probe (Column 8). Langmuir probes and modified 
Langmuir probes measure currents caused by ambient 
electrons or ions. These currents are a measure 
of the ambient electron or ion density. The par­ 
ticle polarity and the kinetic energy relative to 
the detector can be determined by application of 
"potential hills" generated by electrical grids in 
front of the collector. The thermal electron 
velocity is generally higher than spacecraft velo­ 
city. However, the thermal velocity of the much
heavier ions is usually a small fraction of the 
spacecraft velocity. Therefore, the potential 
hill primarily senses the electron temperature 
while the ion measurements primarily yield the 
molecular weight because ion kinetic energy is 
mainly caused by the satellite velocity. The 
ion temperature can also be deduced from the spread 
of kinetic energies for one constituent 30-32,100, 
•^ . Measurements with a modified Langmuir probe 
would yield significant information about charged 
particles, but electron density can also be ob­ 
tained from spacecraft occultation experiments. 
For the early Martian entry measurements, higher 
priority was given to other experiments.
Composition from Absorption Spectra (Column 9) . 
Scanning the atmospheric absorption spectra from 
infrared to ultraviolet would provide much infor­ 
mation about the atmospheric composition versus 
altitude. However, the heavy instrumentation and 
large data rate required for a spectrometer are 
not necessary because essential information can be 
obtained from measurements with filters in various 
selected absorption bands. A field of view of 
2 rt steradian can be achieved with an opalescent 
and/or diffusing light collector. Then no sun 
pointing is necessary. Different light detectors 
(photomultipliers with selected photocathode mater­ 
ials for UV, specific semi-conductors for IR are 
necessary to sense radiation that passes the selec­ 
ted filters. The following absorption bands have 
been proposed33 : Q.28 ;u for 03, 1.6 ju for C02 , 
1.87 ,u for H20. Because a mass spectrometer pro­ 
vides a much wider range of unambiguous composi­ 
tion and density measurements, this instrument 
appears preferable, unless the small weight of a 
multichannel radiometer is most important. How­ 
ever, an absorption radiometer can provide valuable 
composition information in addition to the molecu­ 
lar weight measurements of a mass spectrometer.
Emission Spectroscopj (Column 10). During the 
high-speed entry phase of a space vehicle, the 
shock layer temperature can reach several thousand 
degrees Kelvin. Due to these high temperatures, 
the gas can be excited to produce optical radia­ 
tion spectra that are characteristic for the atmos­ 
pheric composition. Possible interference from 
the ablator material must be considered. The 
ratios between specific constituents and their 
densities may be determined by observing radiation 
in selected wavelength bands with a combination of 
optical filters and detectors. Theoretical and 
experimental work in shock-layer radiation from 
proposed planetary atmospheres has been reported 
in References 41, 48 and 51. These have dealt 
with both equilibrium and nonequilibrium gas dyna­ 
mic states in the stagnation region of entering 
vehicles. Unfortunately, most of these studies 
applied to emission spectroscopy at high-velocity 
entries, with stagnation temperatures greater than 
5000°K 41-51^ For the investigated application, 
temperatures between 2000 and 3000°K are more 
likely to be encountered. Thus, emission measure­ 
ments would probably have to be restricted to the 
infrared region of the spectrum.
In the infrared region there is a CN band 
system near 1 ji, a C02 band at 4.3 p, a CO band 
at 4.8 ji, and an NO band at 5.3 p.. With the proper 
choice of filters, or preferably the use of a
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scanning or multichannel low-resolution spectro­ 
meter, composition data could be obtained by contin­ 
uously monitoring the CN band systems for relative 
intensities among these species. However, the 
limited number of bands in the infrared region 
makes this shock-layer technique too expensive for 
the limited information it provides.
Mass Spectrometer Measurements During Entry. 
To understand the structure and influence of the 
Martian atmosphere, it is important to know its 
composition, including the minor constituents. 
Minor constituents can cause considerable solar 
absorption, or offer possible clues to the planet's 
physical nature, history, or biology. Hence it is 
desirable to apply measurement techniques that can 
detect small amounts of stable and uncontaminated 
reactive gases. From the altitude rate of change 
of the ratio of any two constituents of different 
mass, the gas temperatures can also be calculated 
under the following assumptions^ :
1) The two constituents are in thermal and 
diffusive equilibrium under the influ­ 
ence of the gravitational field;
2) Activity resulting in chemical changes 
of the constituents is absent or negli­ 
gible.
Under these conditions, temperature is given
by the relation
T = [(g/R) (M2 - M-L)] /d/dz In (n 1 /n2)
where
T = temperature, °K
g * acceleration due to gravity, cm/sec
R = universal gas constant = 8.3146X10 
ergs deg ' K gm mole
M :sss molecular weight of the constituent
E — altitude, cm
n = number density of the constituent
Mass spectrometry is an, obvious choice for 
c ompo s i t i on and den s i ty mea s uremen t s. "The. a tomi c
or molecular weight is determined by ionizing the 
gas and separating the ions according to their mass 
by magnetic and/or electrostatic fields. With this 
method, the pressure may be as low as 10 milli­ 
bar (lCT^°gr/cc) and a mass spectrum of about 50' 
atomic mass numbers can be analyzed within two 
seconds or less. Mass spectrometers without ion 
source are applied to measure ion composition, 
Especially for high-altitude measurements in the 
molecular flow region, surface reactions as well 
as absorption and desorption of the walls must be 
avoided as much as possible. Fortunately, mass 
spectrometers at high altitudes can be "open" to 
the atmosphere and do not require inlet leaks to 
maintain an analyzer pressure below 5 x 10""^ milli­ 
bar. With the "open" mass spectrometer, surface 
interactions can be avoided and such ion composi­ 
tion and reactive neutral constituents as atomic 
oxygen can be analyzed.
Mass Spectrometer in Cavity; (Column 11) . Mass 
spectrometers in a cavity take advantage of the 
density enhancement factor of about 40 and increase 
the measurement altitude. The density increase in 
front of the aeroshell is due to the capsule bus 
entry velocity. However, when the density changes 
very rapidly during entry (doubling every two 
seconds) , the walls will act as effective pumps or 
sources of molecules due to absorption, desorption, 
and replacement effects53 * 54^ These difficulties 
would also influence any free-molecule-impact pres­ 
sure gaging system. Another source of composition 
errors are surface reactions of reactive gases55 . 
To evaluate the conditions for transition flow, 
low-density wind tunnel modeling would probably be 
needed.
I?lythrough Mass Spectrometer (Column 12) . The 
flythrough mass spectrometer is designed to over­ 
come difficulties anticipated for cavity mounting. 
A molecular beam is generated out of the free- 
stream gas, utilizing the vehicle motion to produce 
an extremely high vacuum in the region surrounding 
the beam. This approach was not selected for appli­ 
cation because it requires a relatively heavy de­ 
ployment mechanism and has not yet been tried.
Open Ion Source Mass Spectrometer (Column 13). 
Open ion source mass spectrometers, carried by 
rockets and satellites, have been utilized for 
atmospheric composition and density measurements 
for about six years 5 ". The ion source is projected 
into the gas medium and surface interactions are 
minimized. A novel ion source modification, 
originally suggested by Southwest Research Insti­ 
tute, would add a repeller grid to the open ion 
source. All particles except those with free- 
stream relative potential energy can be excluded 
by means of a potential hill that is roughly 
M x V/75 volts (M molecular weight, V - space 
capsule velocity in km/sec). By applying this re­ 
peller potential periodically, the portion of 
analyzed freestream particles can be determined by 
composition and density. The open ion source mass 
spectrometer, periodically utilizing a repeller 
grid, was chosen for high-altitude measurements 
although investigations are needed to develop and 
calibrate it.
Molecular Speed Ratio Probe (Column 14). At 
a high enough altitude, the Knudsen number (Kn =
A/L, A = mean free path, L = characteristic 
length of configuration) is too large for continuum
devices to be useful. For that regime, the free 
molecular speed ratio probe described by Vidal, 
Skinner, and Bertz"® may be appropriate. The in­ 
strument measures two heat transfers. The ratio 
of stagnation point to flat plate heat transfer 
for a zero angle of attack is, for free molecule 
flow, just the molecular speed ratio ( (• )
= V 2 RT
M
where R is the universal gas constant and M the 
ambient molecular weight. Determination of V from 
reconstruction of the trajectory with this molecu­ 
lar speed ratio then yields the ambient, transla- 
tional (static) temperature T. On the other hand, 
simply by substitution of the perfect gas equation 
of state, this ratio may be written as
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1/2 p
Then since the dynamic pressure (1/2 pV ) is found 
separately from pitot pressure or deceleration, the 
speed ratio will yield the ambient pressure P.
Vidal has shown that the probe behavior is 
satisfactory for Knudsen numbers, greater than 
about 7, based on gage dimensions. He has also 
estimated performance for probe dimensions of 
about 0.016 inch, which would allow operation to 
as low as about 140,000 feet, depending on the 
atmosphere. Further, the theory is such that com­ 
position uncertainties should not directly influ­ 
ence performance.
There are several new considerations that will 
arise in the Voyager experiment that have not been 
considered in the existing speed-ratio probes. 
For example, the existing probes are used in only 
short-duration experiments, while the Voyager ex­ 
periment will last for several minutes. Therefore, 
provisions will be required to cool the instrument. 
Similarly, provisions will be required to maintain 
a surface with known accommodation coefficients 
during the space flight. These do not present any 
basic difficulty and can be accomplished with 
existing technology.
Ambient Pressure from Multiple Pressure Measure­ 
ment (Column 15). Theoretically it appears possible 
to derive ambient pressure from two or more dif­ 
ferent pressure measurements on the entry capsule. 
The ambient pressure P oo is related to the two 
pressure measurements PI and P2 by the relationship
CP2 p x /p 2
P2
CP1 " CP2
where Cp-^ and Cp 2 are pressure coefficients that 
are a function of atmosphere composition, Mach 
number, and possibly Reynolds number. It is at 
least very difficult to simulate all these condi­ 
tions in model tests and to determine the pressure 
coefficients with sufficient accuracy. Probably 
one pressure measurement should be taken on the 
vehicle base to get the maximum difference between 
pressures. Perhaps a single base pressure measure­ 
ment can be closely related to ambient pressure. 
However, the feasibility of this method remains to 
be demonstrated. The argument against this theory 
is that no gas will reach the blunt flight capsule 
surface without going through a very strong shock, 
which essentially erases its memory of free stream 
conditions. However, the possibility that multiple 
pressure measurements or the base pressure would, 
in fact, be well correlated to ambient pressure 
cannot be dismissed entirely. The simplicity of 
such a measurement is most attractive.
Sideport Pressure Probe (Column 16) . To be 
useful, the sideport pressure probe must not ser­ 
iously degrade the aerodynamic stability or intro­ 
duce a significant degradation in the aeroshell 
drag. Numerous problems are involved in deriving 
ambient pressure from these measurements in the 
free molecular flow regime at hypersonic entry 
velocities.
However, for the lower part of the atmosphere, 
a conventional static probe consisting of a spheri­ 
cally blunted cylinder with static ports well back 
from the nose is appropriate. As the high heating 
regime is approached, the rounded nose will mini­ 
mize peak heating. Such probes have already been 
extensively evaluated^4-66^ and the correlation 
data obtained are good on the basis of the hyper­ 
sonic interaction parameter.
The use of such a probe requires correlation 
of its performance through large values of the 
hypersonic interaction parameter (M^ / i/"~Re) . 
Insensitivity to atmospheric composition is impor­ 
tant. Because of the substantial shock standoff 
distance, such a probe must be several feet long. 
A minimum length at which the main shock on the 
aeroshell does not interfere with probe behavior 
must be determined experimentally.
Because of the difficulties caused by the low 
Reynolds number and attendant possible separation 
and/or boundary layer thickening, application of 
a sideport pressure probe before aeroshell separa­ 
tion was considered premature. However, develop­ 
ment should be pursued because of the lack of a 
demonstrated alternative for directly measuring 
ambient pressure.
During terminal descent after parachute de­ 
ployment, the entry vehicle will be descending 
through the atmosphere at subsonic velocities. 
The measurement environment during this period is 
characterized by continuum flow and shock effects 
are absent. Here the technology is quite mature, 
and measurements can be made with good confidence. 
Installation geometry of instruments on the cap­ 
sule structure, after release of the aeroshell, 
can be refined by wind tunnel tests.
At subsonic speeds, the aerodynamic flow 
field extends far ahead of the lander, and ideally 
the sideport pressure tube should be several times 
as long as the lander to avoid aerodynamic distur­ 
bances. This is not very practical. Sideport 
pressure probes of practical length could be cal­ 
ibrated by wind tunnel testing of the lander con­ 
figuration. However, during parachute descent the 
lander velocity decreases rapidly to Mach 0.4 and 
below. Under these conditions the total pressure 
is less than 15 percent above ambient pressure
._ _ n -y 1 ?i y
Vp t ~ p s 1+ 7 Mz y _ i ). The velocity is
accurately determined by radar and the influence 
of the anticipated range of gas composition and 
temperature is small (see stagnation pressure 
measurement). However, these parameters will also 
be measured.
Because of the above considerations, as well
as the weight, complexity, and aerodynamic simula­ 
tion requirements, application of a sideport pres­ 
sure probe was not believed justified and this 
probe was not selected.
Total Pressure Measurement (Column 17) . Total
pressure measurement methods during terminal descent 
are relatively simple and are based on a well- 
established technique. A short "shielded" pitot 
tube (see Figure 7) is directed into the flow.
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The pitot tube shield makes the probe insensitive 
to large (±30 degree) angles of attack. Over most 
of the terminal descent range (velocity < Mach 0,4) , 
the total pressure is less than 15 percent above 
the ambient pressure. Ambient pressure can be 
quite accurately computed from total pressure and 
has been described in the discussion of sideport 
pressure probe applications.
Rad ia t ion Th ermome t er (Column 18) . The total 
energy radiated from a black body is proportional 
to the fourth power of its absolute temperature 
and the spectral distribution is also a function 
of temperature (Wien's displacement law). Although 
gases are often transparent in the visible spectrum, 
many atmospheric constituents become absorptive at 
a number of wavelengths in the IR spectrum. 
Utilizing this effect, radiation thermometers es­ 
sentially operate by comparing the amount of radia­ 
tion emitted by the target with that emitted by an 
internal, controlled reference source. For gas 
thermometers, filters usually select the light in 
a specific absorption band. One such wavelength 
is the 15-micron C02 band.
The great advantage of radiation thermometers 
is their ability to remotely sense temperature. 
At the very low densities experienced during the 
entry phase, radiation thermometers might be super­ 
ior to immersion thermometers if the very hot shock 
layer surrounding the entry vehicle would not cause 
difficulty in measuring the undisturbed atmosphere, 
However, for measurements from airplanes, the path 
traversing the shock waves and boundary layer 
apparently does not cause serious errors because 
of the relatively short absorption path length**?. 
The radiation thermometer's heavy weight and the 
instrument's complexity are additional disadvan­ 
tages. It was not selected for application,
Vojfj:.e.x^^'r^rjnQigejie_rs (Column 19). The objective
of vortex thermometers is to use adi.aba.tic cooling 
near the center of an air vortex to compensate 
for the aerodynamic temperature rise and to obtain 
ambient temperature near the sensing element. The 
gas is caused to whirl by a spiral stator vane 
aligned longitudinally with the flight path. How­ 
ever, extensive testing showed that it. was impos­ 
sible to design one configuration for a. wide range 
of airspeeds and altitudes. Since its extreme 
sensitivity to angles of attack have limited its 
application to few research aircraft ,69 ^  it appears 
even less feasible for the wide range of atmos­ 
pheric parameters during, planetary entry.
Sensors (Column 20) • The_
state-of-the-art for low-density immersion temper­ 
ature sensors was significantly advanced during 
the last decade by their applications in parachute 
drop sondes for temperature measurements below a 
200,000 foot altitude'?'0 * 73 % Measurements with 
these sensors at low drop velocities are accurate 
to about 1 percent of absolute temperature at den­ 
sities above 10" 6 gr/cc. Difficulties at lower 
densities are caused by heat transfer to the sen­ 
sing element by electrical lead wires, and by 
radiation, aerodynamic, and electrical heating, 
Table 1, Column 20, shows a mounting with a ther­ 
mistor sensing element. The thermistor is connected 
to a 0.0004-inch-thick aluminized Mylar film that
has a large surface-to-mass ratio, low heat conduc­ 
tion, and good reflectivity^. Thermistors are 
used for rocket sondes because of their high temp­ 
erature coefficient. Such immersion sensors appear 
feasible for the application; however, the aero­ 
dynamic heating effects would have to be calibrated 
and more mechanical protection against damage of 
the delicate sensor may be necessary.
Total Temperature Probe (Column 21). The 
total temperature of a gas is achieved when the 
gas is brought to rest (or nearly so) without re­ 
moval of any heat. The temperature rise above am­ 
bient temperature is caused by the change of rela­ 
tive kinetic gas energy into thermal energy. The 
total temperature, To , is related to the ambient 
temperature T^ by T0 /Too = 1 + ( y - 1) M2 /2, 
where y is the ratio of specific heats and M is 
the Mach number.
A probe with a recovery factor of one would 
sense the total temperature exactly. This condi­ 
tion cannot be completely achieved. Some gas flow 
from the stagnation point to the sensing element 
is needed and additional errors are caused by 
heat radiation and conduction effects. Especially 
for low gas densities corresponding to altitudes 
of more than 100,000 feet on Earth, no satisfactory 
commercial total temperature probes are available 
because most applications are below 70,000 feet. 
However, utilizing the temperature sensor technol­ 
ogy developed for meteorological rocket sondes to 
a new total temperature probe, development of a 
probe that will accurately measure temperature at 
stagnation pressures above 0.5 millibar or densi­ 
ties above 0.5 x 10"^ gr/cc appears feasible. 
Details of such a probe will be discussed in a 
later section.
Total temperature probes were selected for 
velocities below Mach 5 and pressures above 0.5 
millibar because satisfactory designs are con­ 
sidered within the state-of-the-art and the per­ 
formance and requirements compare favorably with 
other approaches.
At Mach 5, the total temperature is several 
times the ambient temperature and the probe is
less accurate because of the high total tempera­ 
ture. Therefore, large errors in ambient temper­ 
ature calculations are anticipated at Mach 5,
However, these errors decrease rapidly because the
total temperature increase is proportional to the 
square of the Mach number,
jKryptonate and Single-Gas Detectors (Column 22) ,
If a radioisotope such as Kr®^(Krypton) can be 
.stably embedded in a solid that reacts with a 
specific gas, chemical erosion will cause a pro­ 
portional loss of radioactivity (0,67 Mev betas) 
and thus provide a measure of the. reactive gas. 
Investigations of such a kryptonate oxygen detec­ 
tor for Mars or Venus are described in References 
75 and 76. Detection of 2 ppnt is reported when 
the kryptonated source is heated to 1000°C. 
However, this approach is in the experimental stage 
and applications to atmospheric measurements are 
not known*
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Many types of single-gas detectors are being 
studied for use in the Martian atmosphere'^. These 
usually rely on some property or effect (not always 
unique) of the gas used in their operation. Such 
methods are not considered suitable for analysis 
of an unknown atmosphere of possible widely varying 
composition, at least not in the early stages of 
.exploration. They are, however, very suitable for 
use as auxiliary experiments to confirm an analysis 
by mass spectrometry or gas chromatography. The 
weight of these sensors is on the order of 1 pound.
Gas Ghromatography (Column 23). During a gas 
chromatograph analysis, an atmospheric sample, 
together with an inert carrier gas, is injected 
into one or more gas chromatograph columns. The 
columns contain absorptive material or molecular 
sieves. As the gas is flushed through the column, 
the gas constituents take different time periods 
until they have passed the column and reach the 
detector. The duration of these time periods is 
a measure of the composition, and the signal inten­ 
sity indicates concentration of the specific con­ 
stituent. Electrical breakdown detectors are 
mostly applied in airborne gas chromatographs.
Usually gas chromatographs require several 
minutes for an analysis. Test results of a gas 
chromatograph column for a few constituents (C02, 
N£, Ar), with response times of several seconds, 
have been reported"^; however, we do not know of 
a complete Martian gas chromatograph capable of 
analysis in 10 to 20 seconds. An instrument devel­ 
oped in 1962 requires several minutes for an 
analysis. Because of the electromechanical parts 
and/or squibs in a gas chromatograph, mass spectro­ 
meters were rated more reliable. A gas chroma­ 
tograph was not selected because it provides in­ 
formation about preselected constituents only and 
the analysis of many constituents within a few 
seconds remains to be demonstrated.
Mass Spectrometer with Inlet Leak (Column 24) . 
Because mass spectrometers operate at pressures 
below 5 x 10"^ millibar, an inlet leak and pumping 
action (ion or getter pump, or evacuated volume) 
are needed. To minimize sample transport lags, the 
inlet leak must be near the analyzer and a flow 
much larger than the leak flow is sampled in front 
of the lander. The sampled gas passes by the leak 
and is vented to the wake. Internal shocks in the 
sampling tube should be avoided and turbulent 
mixing near the leak is desirable. In the mass 
spectrometer analyzer, several decades of partial 
pressures can be measured. Measurement of molecular 
weights below 60 or 100 atomic mass units are con­ 
sidered sufficient for atmospheric analysis. 
Quadruple mass spectrometers can also indicate 
whether any constituents above a mass number occur.
The mass spectrometer was selected because 
it provides, within a few seconds, an analysis of 
molecular weights yielding composition, and the
partial pressure measurements can range over sev­ 
eral decades. High reliability is achieved because 
no moving parts are needed.
Humidity Measurem ent s during Te rmi na 1 De s cent. 
Data presently available indicate only about 15-
micron precipitable water on Mars . At such low
humidities, any form of sample transport (sampling 
tube, etc) tends to change the humidity of the 
rapidly changing atmospheric samples because of 
water vapor absorption or desorption on the sur­ 
face of materials. Therefore, the hygrometer will 
be deployed into the uncontaminated gas flow.
Dew Point Hygrometer (Column 25) . Dew point 
hygrometers are based on the phenomena of dew or 
frost formation when a temperature-controlled 
element decreases to the dew/frostpoint tempera­ 
ture, which depends on the humidity content of the 
atmosphere. The saturated vapor pressure at this 
temperature is the partial pressure of water vapor 
in the atmosphere. Dew point hygrometers have been 
successfully used for high-altitude atmospheric 
measurements on Earth. However, thermoelectric 
coolers are most practical but achieve a tempera­ 
ture decrease of only about 90°C, and the response 
time at the lowest temperatures is too long. Also, 
the time required for sufficient frost layer change 
at low frost points is much longer than 1 second. 
Other disadvantages are weight (0.7 Ib) and power 
requirements (10 w)» The dew point hygrometer was 
not selected because, other approaches are more 
promising.
Phosphorous Pentoxide Electrolytic Hygrometer 
(Column 26) . The operation of a phosphorous 
pentoxide electrolytic hygrometer is based on the 
measurement of a current causing the electrolysis 
of water vapor absorbed by a sensor or cell con­ 
taining phosphorous pentoxide. The feasibility 
of such a hygrometer was investigated"'; however, 
because of time effects and material contamination, 
feasibility for the sterilization and spacecraft 
environments could not be demonstrated.
Aluminum Oxide Hygrometer (Column 27). Alum­ 
inum oxide hygrometers basically consist of an 
aluminum substrate with an aluminum oxide layer. 
A porous, but electrically conductive, gold film 
is evaporated on the aluminum oxide. The hygro­ 
scopic aluminum oxide changes its conductance as 
a function of absolute water vapor concentration; 
the gold film and the aluminum substrate serve 
as electrodes. Aluminum oxide hygrometer elements 
can be very small (1 x 0.4 x 0.003) and their con­ 
ductance can change between 10 and 10 ohms and 
is rather independent of pressure and temperature* . 
Measurements over a dew point range from -130°C to 
+10 C dew/frost point seem possible and initial 
tests showed encouraging results in regard to en­ 
vironmental stability,
Because of its favorable characteristics, the 
aluminum oxide hygrometer was selected. Its 
feasibility should be carefully investigated and 
tested.
S ur face Imaging. Some approaches in addition 
to conventional television deserve consideration 
for surface imaging. The requirements for short 
exposure time to avoid smear, and for steriliza-
bility, high terminal resolution (1 meter), low 
weight,, and low power limit the final choice* The 
location requirements and tradeoffs are very 
similar for any surface imaging concept* Three 
promising locations are shown in Column 28* A 
camera looking through, a window In. the apex of the
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nose cone and mounted to the aeroshell must be dis­ 
carded at aeroshell separation. If start of 
imaging after aeroshell separation can be tolerated, 
then the imaging system can be located at the most 
convenient location on the lower side of the lander. 
A lander-mounted imaging system can be used before 
and after aeroshell staging if a window on the side 
of the aeroshell is provided; however, a heavy 
nonablating heat shield between the window and 
center of the aeroshell is then advisable to avoid 
contamination of the window.
Tradeoff considerations showed that both wide- 
angle and narrow-angle cameras were needed. Because 
high resolution is essential only after aeroshell 
staging, the narrow-angle field of view camera was 
mounted on the lander and the wide-angle field of 
view camera was mounted in the nose of the aero­ 
shell.
Facsimile Camera (Column 28). Facsimile 
cameras usually have one light detector and opti­ 
cally scan consecutive points of an image . There­ 
fore, long exposure times are needed for one pic­ 
ture. This disadvantage is not acceptable during 
entry, in spite of the advantages of simple camera 
design.
Photographic Imaging; System (Column 29) . A 
photographic imaging system takes advantage of the 
very small and highly sensitive elements of a 
photographic film. However, the photographic film 
must be processed and scanned electro-optically. 
This requires not only heavy electromechanical and 
chemical equipment, but the pictures could not be 
transmitted before landing because of the long 
processing period.
Dielectric Tape Camera (Column 30) . Dielec­ 
tric tape, drum, or disc cameras avoid the disad­ 
vantages of the photographic process and store the
image electrostatically. The information can be 
read out immediately. Such a camera, developed for 
NASA, weighed S3 pounds. This weight alone makes 
it prohibitive for a Voyager-type application in 
view of the imaging system described in the follow­ 
ing section.
Vidicon Camera System (Column 31) . Vidicon 
cameras are based on electrostatic storage of 
images. The dielectric is photoconductive. All 
storage elements have one common transparent elec­ 
trode. The other side of the storage elements 
consist of many small electrodes that are first 
discharged due to illumination by the preparation 
lamp to erase the residual image. Then the storage 
elements are equally charged by the defocused elec­ 
tron beam. During imaging, the photoconductive 
dielectric causes a partial discharge of the storage 
elements, depending on the light intensity. This 
electrostatic image can be stored for about 30 
seconds, For readout, the electron beam scans 
again at the desired speed and charges the capaci­ 
tor elements, The charge current provides a 
measure of the image brightness at the scanned 
image element s ,
Cameras with vidicons are sterilizable, have
a good development status, and good performance.
The requirements of power and weight are relatively
small. A wide-angle vidicon camera was selected 
for aeroshell mounting and the narrow-angle vidi­ 
con camera was planned for lander mounting. This 
camera starts imaging after aeroshell separation. 
Camera details are described in one of the later 
sections.
Discussion of Selected Instruments
Stagnation Pressure Sensor (Aeroshelj.) . During 
entry, pressure at the aeroshell stagnation point 
ranges from very low values in the early portions 
of the trajectory to perhaps 100 millibars at the 
point of maximum aerodynamic interaction. For 
this reason, a vibrating-diaphragm gage is selected 
for one of the transducers to measure stagnation 
pressure. Its outstanding characteristics are a 
wide pressure range (10"^ to 100 millibar) , high 
accuracy (1 percent of reading) and small size. 
During measurements, the diaphragm is exposed to 
pressure on both sides and is vibrated by electro­ 
static forces. The damping effect on the thin 
vibrating diaphragm is sensed electrically and 
used for pressure indication. Because operation 
is based on viscous effects of the medium being 
measured, the transducer output is affected by 
gas composition and temperature. For this reason 
stagnation pressure is redundantly sensed with an 
absolute stretched diaphragm gage for a range from 
0.5 to 50 millibars. An instrument of this type 
is not influenced by gas composition and thus 
provides a measure of the influence of composition 
on the response of the vibrating diaphragm trans­ 
ducer. The dual measurement by a physically dif­ 
ferent means also provides functional redundancy 
in obtaining stagnation pressure data. Figure 4 
shows the installation of the pressure transducers 
in the aeroshell nose and includes specific infor­ 
mation concerning performance of the instruments 
and a functional block diagram of their electron­ 
ics.
Introducing a phase shift in the cell drive 
voltage checks out the electronics of the vibra­ 
ting diaphragm transducer. In the stretched 
diaphragm transducer, a pressure input is simu­ 
lated by connecting a capacitor parallel to the 
diaphragm pickoff. The output of both instru­ 
ments is measured at entry to determine zero 
drift of the transducers.
Open Ion Source Mass Spectrometer (Aeroshell) . 
The open ion source mass spectrometer measures 
number densities of neutral atmospheric species 
and operates until the ambient pressure exceeds 
about 10""^ millibar. No pump is required because 
the difference between stagnation and wake pres­ 
sure ensures flowthrough of analyzed particles 
(Figure 4). With the open ion source, ambient 
particles can enter the analyzer without surface 
interaction. However, the composition of parti­ 
cles that contacted the aeroshell or instrument 
surface may have been changed before they enter 
the analyzer. During the in-flight calibration 
mode, these possibly reactive and contaminated 
particles are repelled.
After warmup, the instrument receives the 
start signal at entry and the mass spectrometer 
sweep begins. Mode control determines whether the
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mass spectrometer measures peak amplitudes (normal 
mode) or whether only RF voltages are applied to 
the quadrupole rods. In the latter case, opera­ 
tion is in the staircase mode. Partial pressure 
measurements will also be provided. Details of 
the quadrupole mass spectrometer operation and 
peak-sensing techniques are given in the later dis­ 
cussion of the terminal descent phase mass spectro­ 
meters. Signals from the ion detector are ampli­ 
fied and then digitized. Engineering measurements 
to check analyzer sweep voltage and frequency, 
emission current, bias voltages, and heater current 
are digitized and multiplexed with the digital com­ 
position data. For every fifth scan, an in-flight 
calibration mode will be activated by increasing 
the potential of the ion source repeller grid to 
a value slightly more positive than the anode poten­ 
tial to repel particles that do not have free- 
stream kinetic energy.
Accelerometers. A force balance accelero- 
meter with high performance, demonstrated relia­ 
bility, lightweight, wide operating temperature 
range, small size, and lower power requirements 
was selected. The basic function of a single-axis 
accelerometer servoloop is shown in Figure 5. A 
capacitive pickoff detects minute deflections of 
the proof mass. This signal is amplified and the 
servoamplifier generates (by means of the force 
coil) a magnetic force that compensates the accel­ 
eration force exerted on the proof mass. The cur­ 
rent through the force coil is a measure of the 
acceleration.
Temperature drifts of scale factor (about 20 
ppm/°F) and bias (< 5;ug/oF) can be corrected be­ 
cause the triad temperature is measured. The full 
range of the two accelerometers that sense normal 
to the flight capsule roll axis is ±0.5 g. The 
accelerometer measuring along the roll axis has a 
full range of 25 g. To increase the accuracy of 
the acceleration measurement along the roll axis, 
automatic range switching will be provided. A 
saturable amplifier will provide a 5 volt output 
at a 1-g acceleration. Another signal amplifier 
will provide 5 volts at a 25-g acceleration. If 
required, higher accuracy can be achieved with 
more amplifiers and additional steps of range 
switching.
The accelerometer system can be checked out 
by simulating an acceleration with a checkout cur­ 
rent through the accelerometer force coil. The 
accelerometer bias errors will be measured under 
freefall conditions after the electronics are 
warmed and shortly before atmospheric entry. At 
least one acceleration measurement is planned after 
landing to check the accelerometer scale factors.
The block diagram in Figure 5 shows that one
preamplifier associated with each accelerometer is 
part of the accelerometer triad. The accelerometer 
triad will be mounted near the flight capsule eg. 
However, the servoamplifiers and the power condi­ 
tioning units (regulator and power converter) will 
be in the signal conditioning unit,
Total Temperature Sensor (Aerpsjiell) . Figure 
5 shows the concept proposed for the total tempera­ 
ture sensor, which will be mounted in the aeroshell
instrument module and exposed at an inertia! velo­ 
city of about 3000 fps. Three heat shields and 
reflective thermocouple coatings reduce the radia­ 
tion error* Relatively long, thin wire (0.002-in) 
thermocouples are provided to achieve the necessary 
fast response and temperature equalization between 
the low-density gas and the sensor. Gas exit ports 
in the probe provide some flow of the stagnated 
gas to the thermocouples. These sense the gas 
temperature along the probe axis to avoid the in­ 
fluence of the tube boundary layer. The use of 
par all el-connected thermocouples increases the 
sensor reliability. This instrument will also be 
able to sense total temperature during terminal 
descent in case the aeroshell fails to separate. 
Sensor voltage is corrected with an electrically 
compensating thermocouple junction before the low 
voltage is amplified in the low-drift high-gain 
amplifier. The thermocouple output is on the 
order of 40 pv/°C. The performance required of 
the instrument electronics can be obtained using 
a chopper-stabilized amplifier. Equipment of this 
type, with about 30 uv total drift over 6 months 
and 0.2 pv/°C temperature sensitivity, is within 
the state-of-the-art. The electronic amplifier 
can be checked by connecting the amplifier input 
to a calibration voltage. The complete total 
temperature probe can be checked by measuring the 
temperature of the radiation shield of the probe 
when the entry capsule is exposed to free space 
( < 10"*^ mb pressure) . Then the thermocouples 
assume the temperature of the radiation shield. 
Knowledge of the radiation shield temperature is 
also useful for small corrections of the total 
temperature measurement.
Total Temperature Sensor (Terminal Descent) . 
During terminal descent, the total temperature is 
below 350°K. Therefore, radiation effects from 
the probe walls are small and no more than two 
radiation shields are required. The full-range 
output corresponds to temperatures from 100°K to 
350°K. All other considerations are similar or 
identical to those described for the total temp­ 
erature probe mounted in the aeroshell module.
Terminal Descent Phase Mass Spectrometer. 
The tradeoff study for selection of mass spectro­ 
meter instruments showed that two types should be 
considered for terminal descent measurements. 
One type employs a quadrupole analyzer, the other 
• an electrostatic and magnetic sector for mass 
separation. Both instruments were considered in 
preliminary design of the entry science package. 
In a quadrupole mass spectrometer (Figure 6), the 
ionized molecules are accelerated into the analy­ 
zer and subjected to superimposed dc and RF 
electrostatic fields so that only ions with speci­ 
fic mass will traverse the analyzer rods and reach 
the detector. In the double-focusing mass analyzer, 
the electric sector reduces energy aberrations of 
the io'ns. Mass separation occurs because the 
radius of the ion trajectory in the magnetic sec­ 
tor depends on the ion.momentum. If only one ion 
detector is applied,, the potentials for ion accel­ 
eration and electric sector must be scanned. The 
techniques for sampling and calibration common, to 
both types of instruments are described first*
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Sample flow is conducted to the mass spectro­ 
meter inlet leak area by a short sampling tube 
directed into the flow. The sample transport lag 
and absorption or desorption at the walls demand 
minimum length for this component. A continuous 
flow is maintained by venting to a wake region with 
a lower pressure than at the inlet. A minute frac­ 
tion of total flow through the sampling tube is 
induced into the analyzer past a leak. The loca­ 
tion of the sampling tube inlet to avoid contamin­ 
ation from capsule bus effects and the position of 
the exit to ensure positive flow without sonic 
shocking will both be determined by wind tunnel 
testing. A leak consisting of a sapphire sphere 
pressed against a hole in a hardened steel plate^1"^ 
was selected for the preliminary design. Linear 
characteristics over a pressure range of 100:1 
were reported for such a ball-leak consisting of 
many minute leaks caused by the sphere roughness.
The short operating time for analysis during 
terminal descent makes it possible to eliminate 
active pumping as a means for pulling a sample 
into the analyzer. Instead, an evacuated volume 
of around 2000 cc is connected to the analyzer for 
this purpose. All constituents are pumped equally. 
The vacuum is maintained by sealing until the ex­ 
periment is activated during terminal descent. 
Some provisions to maintain the vacuum during space 
flight may be needed. Using the leak described 
above, the instrument operating pressure of 
5 x 10"-* millibars will not be exceeded during 
operation.
Various approaches for calibration of the 
mass spectrometer were considered. Carbon monoxide 
outgassing from the mass spectrometer walls and 
atmospheric carbon dioxide can be used as reference 
for the atomic mass unit scale. This feature, and 
an electron source to recalibrate the electron 
multiplier, may be sufficient. However, for the 
preliminary design shown in the schematic (Fig. 5), 
a "start signal" from the science data subsystem 
initiates puncture of a small ampule of a known 
gas and introduces it into the sampling tube near 
and ahead of the inlet leak. The mass spectro­ 
meter will conduct one analysis of the calibration 
gas sample to provide a check of leak rate, sensi­ 
tivity, and scale for mass numbers. About 4 
seconds after the calibration measurement, a delay 
circuit triggers the opening of the mass spectro­ 
meter seal and atmospheric analysis begins. A 
sweep signal then synchronizes the start of the 
mass spectrometer sweep. Synchronism with the 
science data subsystem timing is provided by the 
pulse rate of the timing signal,
Compared with the other atmospheric sensors, 
the mass spectrometer requires a relatively high 
data rate. Therefore, the data requirements for 
three concepts will'be briefly discussed. The 
least number of data bits is required when the 
mass spectrometer is set for only a limited number 
(say 5) discrete mass points. Another approach 
would be to scan the complete range of atomic 
mass units and sample the ion detector output 
about, eight times for each one. It was felt that 
this approach would require an excessive number 
of data bits in. proportion to the essential in­ 
formation acquired. The third approach, and. the
one selected for preliminary design, is the peak 
search mode. During the mass scan of the analyzer, 
a sensor would search for the peaks of the spec­ 
trum, giving a signal to digitize when a peak in 
analyzer current output is found. One approach 
is to measure only when a mass peak occurs and to 
identify the atomic mass units by sensing the 
scan voltage for the peak or to use the time in­ 
terval between start of scan and peak measurement. 
For the preliminary design, a 7-bit word is pro­ 
vided for each mass number and it is assumed that 
the scan voltage increases by a constant amount 
per mass unit. In the data automation system, 
a buffer storage capability of 112 7-bit words 
was provided. This buffer storage is read out 
every 8 seconds during terminal descent,, For a 
mass range of 10 to 60 atomic mass units, fifty- 
six 7-bit words are sufficient to digitize one 
mass spectrometer scan, and one ion gage pressure 
measurement of the analyzer pressure, and to con­ 
duct several engineering measurements.
Engineering measurements of the quadrupole 
mass spectrometer operation will be taken periodi­ 
cally after every two mass spectrometer analyses. 
They would consist of five samples of the dc 
sweep voltage, one measurement each of the supply 
voltage for the electron multiplier, two bias 
voltages, the electron emission current of the 
ionizer, and one measurement from the thermal 
vacuum gage that monitors the mass spectrometer 
pressure. One analysis sweep will require about 
2 seconds and will obtain about 350 bits of science 
data. Depending on the atmosphere encountered, 
from one to several minutes of analysis will be 
possible.
Figure 5 shows the configuration of a double 
focusing mass spectrometer. The arrangements for 
calibration, composition sampling, pumping, and 
electronic control are similar to those of the 
quadrupole mass spectrometer system. The double 
focusing mass spectrometer scans the mass range 
by changing the potentials of the ion accelerator 
electrode and of the electric sector.
A quadrupole or a double focusing mass spec­ 
trometer can equally well be incorporated in the 
entry science package. No significant difficul­ 
ties are foreseen in adapting the science data 
subsystem to the specific data requirements.
Humidity Sensor (Terminal Descent). Figure 7 
shows the basic construction, a block diagram, 
and typical instrumentation characteristics of 
the humidity sensor. The hygroscopic aluminum 
oxide changes its conductance as a function of 
absolute water vapor concentration. Its charac­ 
teristics are nearly independent of ambient 
temperature and pressure. Because of the low ex­ 
pected humidity (about -100°C frost point), great 
care is required to ensure that the humidity con­ 
tent of the sampled atmosphere is not altered by 
contact with any part of the flight capsule; 
thus location of the humidity sensor must be es­ 
tablished by aerodynamic tests. The temperature 
of the mechanical support for the hygrometer will 
be measured.
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For checkout of the electronics, a reference 
impedance is temporarily connected in place of the 
sensing element. Various approaches are possible 
to measure the impedance (100 to 1000 kilohms) of 
the aluminum oxide element. Figure 7 indicates a 
Wien oscillator that converts the hygrometer im­ 
pedance to a pulse repetition rate that may be 
between 30 and 200 pps. The pulse rate is con­ 
verted to a proportional voltage.
Total Pressure Transducer (Terminal Descent). 
The construction, circuitry, and checkout of the 
total pressure transducer are identical to the 
absolute stagnation pressure transducer described 
previously (Figure 4). Figure 7 shows the con­ 
struction of the transducer and the shielded pitot 
tube. With this pitot tube design, the pressure 
measurement is rather independent of lander atti­ 
tude during terminal descent.
Television. The entry television consists of 
three replaceable assemblies:
1) Television camera unit, entry (25 degree 
field of view);
2) Television camera unit, terminal descent 
and landing (4 degree field of view) ;
3) TV electronics unit.
Each camera uses a 1 inch hybrid vidicon 
(electromagnetic deflection and electrostatic 
focus) operated in a 280 scanline mode using the 
full format area (0.44 x 0.44 in.). The cameras 
are similar except for the lenses and the lens 
covers (Figure 8).
The entry camera is mounted in the apex of 
the aeroshell (Figure 9) and takes pictures of 
the Martian surface through a quartz window in 
gradually improving resolution from the end of 
the heating phase of the entry trajectory to aero- 
shell separation. Initial resolution and coverage 
allows correlation of the frames with orbiter 
television frames. The terminal descent camera 
operates from aeroshell separation through landing, 
culminating in a resolution of one meter/optical 
line pair just before vernier firing. Better reso­ 
lution is achieved during vernier rocket operation, 
provided the rocket plumes do not greatly degrade 
the images. Tests showed that the plume caused a 
negligible loss of resolution .
As indicated in Figure 8, each camera unit 
comprises lens cover, iris, shutter, control mech­ 
anisms, lens, vidicon, deflection yokes, prepara­ 
tion lamp, preamplifier, photometer, high-voltage 
power supply, and the focus voltage regulator.
The high-voltage power supply takes coarsely 
regulated power from the television electronics 
unit and generates various highly regulated dc 
levels by dc-dc conversion. The highest voltage 
required is 500 volts. The preparation lamp is 
used to erase the residual image; using the de- 
focused electron beam, the photoconductor is charged 
to a uniform potential. The photometer output is 
used to control the iris setting through a servo 
and to provide a shutter-inhibit signal in case of
excessive scene luminance (camera pointed at the 
sun) 0
The analog-to-digital converter samples the 
video output at 240 samples/line and converts the 
samples to 6-bit binary codes. The analog-to- 
digital conversion rate is controlled by the 




The entry science subsystem consists of the 
instruments and the electronic equipment necessary 
to control and sequence the acquisition and for­ 
matting of science data. In a broad sense, the 
input to the entry science subsystem is the re­ 
sponse of the instrument sensors to stimulus by 
the entry environment. Its output is a formatted 
digital bit stream of encoded science data.
Equipment. The entry science subsystem com­ 
prises the science instruments, instrument probes, 
science data subsystem, associated signal condition­ 
ing units, and engineering/status instruments. 
The location and installation of the hardware 
elements are shown in Figure 9. The equipment is 
mounted in three locations -- at the apex of the 
aeroshell for instruments that acquire data before 
staging; near the capsule bus center of gravity 
for the accelerometer triad, which acquires data 
throughout entry; and in an entry science package 
equipment module on the capsule bus for instruments 
that acquire data after staging. The signal 
conditioning electronics and science data subsystem 
units are also in this module. The equipment uses 
28_cj' vdc and, after deorbit, thermal control is 
provided by electrical heaters. Table 2 lists 
the primary components of the entry science sub­ 
system and gives their associated weights, dimen­ 
sions, volume, and power consumption.
Functional Description. Figure 11 is a block 
diagram of the entry science subsystem and Figure 
9 shows the equipment installation. The instruments 
and instrument probes are in two groupings based 
on general location -- on the aeroshell or on the 
capsule bus. The functional association of the 
instruments with the signal conditioning units 
and the data collection, storage, and multiplexing 
channels within the science data subsystem is 
shown.
Vibrating-diaphragm and stretched-diaphragm 
stagnation pressure sensors are at the apex of 
the aeroshell. The signal conditioning elements 
for the former are located in the aeroshell signal 
conditioner; those of the latter are self-contained. 
The instruments sample from a common probe mounted 
through the apex of the aeroshell (close to the 
quartz window). The entry phase mass spectrometer 
is adjacent to the quartz window, with its ion 
source through the aeroshell. All associated sig­ 
nal conditioning electronics and engineering 
sensors are packaged within the instrument. Both 
the entry television camera and total temperature 
probe are exposed for operation when the window 
cover is ejected at termination of the entry heat
pulse. The camera is protected with an internal 
lens cover that is electromechanically removed 
for each exposure. All equipment is electrically 
connected to elements located in the capsule bus 
by a single cable assembly passing through an 
electrical disconnect.
The accelerometer triad is located on the 
capsule bus ahead of and near the eg. It consists 
of three force balance accelerometers on a common 
base, with their sensing axes mutually normal and 
parallel to the principal axes of the flight 
capsule. Servoamplifier and power conditioning 
circuit elements for these instruments are in the 
entry science package equipment module signal con­ 
ditioning unit.
Humidity, total temperature, total pressure, 
and terminal phase mass spectrometer measurement 
samples are taken through individual fixed probes 
after aeroshell staging. These probes are mounted 
at the entry science package equipment module and 
extend to the side with openings pointing downward. 
The aluminum oxide humidity sensor is mounted on 
t...e probe and its associated electronics are in 
t ; >e signal conditioner. The total temperature 
probe also has its associated electronics in the 
signal conditioner. The stretched diaphragm 
pressure transducer contains its associated elec­ 
tronics. The terminal phase mass spectrometer also 
contains its associated electronics and engineering 
sensors and a calibration gas sample is also 
carried for this instrument. The instrument is 
pyrotechnically activated and calibrated. The 
narrow-angle television camera is in the entry 
science package equipment module for high-resolu­ 
tion imaging during terminal descent. It shares 
the television electronics unit with the wide- 
angle camera. The television electronics unit 
contains a separate and complete group of electron­ 
ics for each camera, as well as signal conditioning 
circuitry for all television engineering measure­ 
ments.
Sequence of Events
Figure 11 shows the entry science mission 
profile and the sequence of major events. The 
sequences are controlled by the science data sub­ 
system sequencer-timer unit and are initiated by 
major event commands from the capsule bus sequencer- 
timer decoder. These include power turnon (30 
minutes before entry), 800,000 ft altitude, 3,000 
fps inertial velocity, aeroshell separation 
(15,000 ft altitude), 4,500 ft altitude, vernier 
shutdown, and power shutdown signals.
Based on receiving the above commands, the 
sequencer-timer unit sequences and times functions 
and events. Backup signals to critical sequencer- 
timer-issued signals are also initiated by the 
capsule bus sequencer-timer decoder.
Data Handling
The science and engineering data taken during 
entry into the Martian atmosphere are processed, 
formatted, sequenced, stored, and presented for 
transmission by the science data subsystem (see 
Figure 11, Functional Block Diagram of the Entry 
Science Subsystem).
The science data subsystem is located in the 
entry science package equipment module and con­ 
sists basically of a data control unit and a data 
storage unit. It collects analog data samples 
from the science instruments, converts the samples 
to a 10-bit binary code, and multiplexes these 
data with buffered digital data from the mass 
spectrometers into a digital data stream that is 
serially written into the storage unit. The stored 
data are read out to the communication subsystem 
on a time-sharing basis with the TV digital data 
when the VHF links are transmitting to the space­ 
craft. The science data subsystem provides two 
redundant data output channels to the communica­ 
tion subsystem.
The analog-conditioned outputs of the science 
instruments (except TV and mass spectrometers) are 
paralleled with the science data subsystem input 
channels on individual wire pairs to the capsule 
bus telemetry encoders. The capsule bus communica­ 
tion link is used as a functional redundant route 
for transmitting analog entry science data.
The science data subsystem sequencer-timer 
initiates warmup power to the science subsystem 
prior to entry; initiates the data collection se­ 
quence on entry into the atmosphere at an 800,000 
.foot altitude; initiates the instrument calibra­ 
tion sequence; initiates power turnon to the UHF 
transmitter; sequences television image data with 
the other science data from the static storage 
unit; initiates changes in data format through the 
entry period; initiates the postentry calibration 
cycle; and initiates entry science power shutdown 
after capsule landing on the surface.
The above sequencer-timer functions are 
triggered by primary and secondary backup commands 
received from the capsule bus sequencer, timer- 
decoder unit, or the guidance and control com­ 
puter. These primary and secondary commands are 
such flight capsule events as entry, 3,000 fps 
inertial velocity, aeroshell staging, vernier 
engine start and shutdown, and entry package 
shutdown.
Science data collection commences at the 
800,000 ft altitude. Table 3 is a summary of the 
entry science data for three atmosphere models. 
Data collected at this time are represented by 
Format A, Table 4, and include atmospheric com­ 
position, stagnation pressure, and acceleration 
data. This data period lasts until the flight 
capsule decelerates in its ballistic entry to an 
inertial velocity of 3,000 fps.
Data collected in Format A are not transmitted 
in realtime but are stored in the science data 
subsystem static storage unit. The UHF transmitter 
is not turned on until the entry velocity is below 
3,000 fps and the possible communication blackout 
period is past. Below the inertial velocity of 
3,000 fps, the UHF transmitter is turned on and 
science data are relayed to the spacecraft.
The next entry data period commences after 
the entry velocity of 3,000 fps is reached and 
lasts until the aeroshell is staged. Data taken 
during this period are identified in Format B, 
Table 5 and in television data, Table 7. The
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science measurements taken during this period are 
the same as those taken during the previous period 
except that a television imaging sequence of the 
planet surface is also started.
The final entry data period, represented by 
Format C, Table 6, starts at aeroshell staging 
and lasts through the remaining portion of flight, 
which is called the terminal descent and landing 
phase. The entry instruments located on the aero- 
shell have separated and data are collected by 
terminal descent instruments located on the lander. 
The Table 6 format identifies the stored data 
taken during this period. In addition, surface 
imaging by the terminal descent and landing tele­ 
vision camera is obtained throughout this period.
The science data subsystem, Figure 11, se­ 
quences the non-real-time stored science and engin­ 
eering data with the real-time television image 
data. The output data rate of the subsystem to 
the VHF telemetry transmitter is 50,000bps. At this 
data rate, the real-time television sequence re­ 
quires 8.4 seconds of transmission time (420,000 
bits of image data). The 100,000-bit static stor­ 
age unit is read out and transmitted in 2 seconds. 
During the 2-second static storage readout, the 
television vidicon is erased, prepared for a new 
image, and a new image is taken. The sequence of 
8.4-second television image transmission and the 
2-second static storage readout is maintained 
throughout the entry data transmission period.
Redundancy of Measurements
Independent backup for every critical measure­ 
ment was one of the system design objectives. 
Figure 12 indicates the backup to determine the 
various atmospheric parameters. The various 
events are easily correlated because the time of 
all measurements will be known.
Knowledge of capsule altitude and location 
are needed. The trajectory can be reconstructed 
from data supplied by the inertial guidance system. 
Capsule separation from the orbiter and the landing 
site serve as reference points. The accelerometer 
triad of the entry science package is a backup for 
part of the inertial guidance system. In addition, 
the altitude-marking radar measures altitude with 
a precision of ±40 feet below 800,000 feet. The 
terminal descent and landing radar determines 
range with an accuracy of +4.5 percent or +5 feet, 
whichever is larger. Inertial guidance and the 
terminal descent and landing radar also provide 
velocity measurements.
If the ballistic coefficient and velocity of 
the entry capsule are known, then atmospheric 
density can be determined from drag deceleration 
measured by the accelerometer triad (References 
11 and 17). Atmospheric pressure is determined by 
the density column above the pressure point. 
Therefore, density integration versus altitude also 
yields the atmospheric pressure (P^ = J p g dh) » 
If the mean molecular weight or the composition is 
known, atmospheric temperature can be calculated 
(T = MP/[pRJ). At high velocities, stagnation 
pressure yields density quite accurately. The 
high-altitude mass spectrometer measures composi­
tion and partial number densities in the mass 
analyzer. These measurements can be correlated 
to ambient composition and density. Again, pres­ 
sure and temperature can be calculated. The temp­ 
erature calculation from the altitude rate of 
change of the ratio of any two constituents was 
described earlier.
From the total temperature (Tt) measurement 
below Mach 5, the composition or mean molecular 
weight (M), and the specific heat ratio (7), the 
ambient temperature (Ta) can be determined
n, _ 2 Tfc
2 + (r-1) M2
where
M is the Mach number.
After aeroshell deployment, the total temp­ 
erature is little above ambient temperature and 
it is easy to determine ambient temperature rather 
accurately. This is also true for the total pres­ 
sure. At Mach 0.4, the total pressure is only 
about 12 percent above ambient pressure.
The low-altitude mass spectrometer provides 
data about composition and the partial pressures. 
Thus, total ambient pressure also can be determined. 
The high-altitude mass spectrometer provides some 
backup for the low altitude composition measure­ 
ments because considering the process of photo- 
dissociation and diffusive separation, the high- 
altitude data can be extrapolated to the lower 
atmospheric composition.
The sensing surface of the aluminum oxide 
hygrometer is directly exposed to the atmosphere 
and can therefore provide accurate measurements 
at very low humidities (below the -6G°F frost- 
point) . Probably several sensing elements will 
be commutated to the instrument electronics. 
However, except for the absorption/desorption 
effects on the sampling tube surfaces, the low- 
altitude mass spectrometer can measure humidity 
with good sensitivity and accuracy and therefore 
provide some backup for the hygrometer.
The measurements of atmospheric pressure and 
temperature by the surface laboratory provide 
additional backup. If one of the atmospheric 
parameters — density, pressure, temperature, or 
mean molecular weight -- is not sensed, the mis­ 
sing parameter can be calculated.
These backup measurements, combined with 
stringent standards of reliability, provide high 
confidence in mission success. Continued efforts 
of system studies and instrument development are 
needed to assure high reliability, best experiment 
approach, and optimum instrument performance*
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1 Launch 4 Capsule 
2 Trans Mars-Injection 5 Capsule 








I ————————————— \^ ————————————————————————————————— 75
fj Stagnation Tempera- 
sec S~^*& ture Wide An8 le TV
. A
I Pressure, Temperature, Composition, 
sec I Humidity, High Resolution TV
*§oT Continue Pre-vernier Operation 
sec 1 Calibrate TV Camera and Shutdown 
f 1_ 2 minutes after Landing
Orientation 7 Engine Separation 
Separation 8 Capsule Reorientation 
9 Entry
Figure 1 Reference Mission Profile
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PRESSURE (mb)
ff4 v* r* r1
DENSITY (gr/cm )
TEMPERATURE UTRY VELOCITY ENTRY ANGLE TIME AFTER 
(°K) (kft/sec) (DEGREES) ENTRY («ec)
ico o r to iso* -x' -tf -nro 'm mm mat
A/ / 9
Model Atmosphere 
Co«poBition (5< by To
Constituents for Atmospheric Models












Martian atmospheric water vapor content (Ik - 7) x ID" 1* g/cm2-colu«n 4 . 
Other possible trace constituents: 02 , N20, 0 , NO, CH. , C H HH .
Above 60 KB altitude photodissociation and constituents such as 
Ol§ N2 , CO, C02 and A are anticipated 103 .
Electron density of 10^ csf' at 120 ka and electron acale 
heights of 25 to 29 iui were reported.
Ions of 0., 0 and CO were suggested 4 .
Figure 2 Range of Soae Puraveters of Martian Atmosphere and Entry Flight
LO" 2 x 10 3 x 10 4 x 10 1Q " 10^ 1 10 10 10 10
Velocity - fp;
VM-8. V - 14,764 fp.. rRE - -16, B - 0.24
-- VM-9, V_ - 13,124 fpa, 7 - -10.8, B - 0.26
Figure 3 Martian Entry Flow Regira
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Temper a tura ^













0 to 25 g and + O.Sg
Better than ± 0.001 g
-55*C to +60 *C

























-1-28 vdc, 1 w










+28 vdc, 1 w
10 x 1 In. dia
5 cu In.
10 bits/sample
100 "K to 350*K |
Similar probes in use
Mew development needed
Characteristics of Acceleroveter Triad and Associated Electronics
•~ Thermo couples /-Reference r ___ ^
___/ Jfunction I ^s^ it-Calibration Signal^"ttC"1 dc Ai»U£Ur Generator
Total Temperature 
**" Probe Checkout &
Simplified Electrical Diagram for Both Probes
Shl*U f :*^Ca« Exit iBcscts
'Parallel Connected £__n«tiniMi Real stance 
:Ttier«0'Co:upl««. 'IbetisuiBietec foe
Gbtcfcottt -it Correctloni 
Basic Desitn for Tot*I festeratvrc S«rn*rr -De s :e-:
¥'ented to Acro^she 11 Base-
Flow-
One of Four I 
The nao co up I* • •**
A tbttl T««pet*tur* Sentwr















8.6 x 14 x 2.8 in. plus gas 
sampling
m/e 10 to m/e 60
2 sec or more
M/A M - 50 at 30 atnu
104 (log. ampl.)
107. on 17. constituents or belter 
57. on 807. constituents or better
Double Focusing Mass Spectrometer
7 Ib
7 w
13 x 8.6 x 27 in. plus gas sampling
m/e 10 to about m/e 80
About 2 sec
M/A M = 150 at 100 amu
105 (dig. voltmeter)
6% on 17, constituents 
31 on 80% constituents
About 400 bits per scan
Associated Electronic*










Basic Block Diagram of a Mass Spectrometer
Flow A Composition Sampling
To Amplifier
Pump
weep Voltage Generator 
Basic Configuration of Quadrupole Mass Spectrometer
A FunctioMl Sch«Mtic for Double focusing Mast







Construction of Aluminum Oxide Sensor
Frequency-to- 
Analog Converter
0 to 5 VDC 
Output
Block Diagram for Hygrometer Instrument
Hygrometer Characteristics
Weight of probe with sensor: About 3 oz
Weight of associated electronics: 5 02
Power i 0,5 w
Size of Probe: About 10 in. long
Size of sensing element: 0.2x0.6x0.003 in.
is typical
of electronics: 2 cu in. 
Range of sensor dew/frost-point temp: -150*C
to +10 °C
rate: 10 bits /sample 
Time constant: About 1 sec claimed for 63%
change 






Characteristics of Pressure Transducer
Weight: 10 oz
Power: -1-28 vdc; 0.05 amp; 1.4w
Size: 2.5x2 in. dia
Absolute Pressure Range: 0 to 40 mb
Time Constant:* <0.025 sec
Data rate, each: 10 bits/sample















Construction of Pressure franiducer with 
Stretched Diaphragm & Capacitive Pickoff




e- Camera Mounting Bracket
Mounting Frame, Capsule 
Bus-Mounted Entry Fackage
-Aeroshell Entry Package Mounting Plate
Lens Shield —. 
Detent
L*ni Shield . 
Solenoid
Glass-Phenolic - X
Iris Control ,.. Focal Plane 
Drive Motor / Shutter
Video Preamp & High 
Voltage Power Supply
Hybrid Vidicon
Iris Control N—Thermal/Electrostatic 
Potentiometer Shield
TV Camera Unit-Aeroshell















Settings at 360 ft- 
Laraberts Avg. Brightness
Aperture Exposure Time (ms)
f/0.84 2
f/t.O 3





brightness = 10 ft-lamberts
«ls - 12 grey shades (1/2" steps)
of linearly amplified vidlcon output
(at input to AD converters) =
47 db for highlight signal, 12 db for low light signal
5. 200 television 1 in
280 scan lines
6 bits per digital
ss at limiting resolution
240 digital samples/line






































































Figure 8 Surface Imaging
10J-24
Entry Science Electronics
Compos i. t i o n S a a i p I i n g T u b e














Pre s si i re Transducer
T o t a 1 T e m p c r a t u r e S e n s o r
Mass Spectrometer - KIT try
TV Camera
Stagnation Press Sensor
S t a g n a t i o n P r e s s T r a n .s d n c e r
S i g n a 1 C o n d 11 i o n e r
Ac c e1e r ome t e r i r i n d












W-8 (VM-10) Atmospheres 1
"•^--^^^ B - 0.2, V£ - 4.5 km/sec, r£ » -14,5 deg IgOO sue
^^""""--^^^^^
^^""""^i^^ Begin Collection and Storage of 1 




^S, x 116 sec 
>, \ <7f >
X> J / - SI sec 
%. I/ / (108) Begin Collection of Temperature ^^ f 1 ^f i
and TV laaging and franttittal ^^ * X^ 1 
of all Via DHF ^f f
Teleyision Coyera^ ^k ' 
Calibration - 2 (2) \ 72 s«c 
Low Resolution - 7 (15) ^ (166> 
High Resolution - 7 (11) 1
of Bay \,t :_ '/ S sec 
and *^ (14)
^t 1^———— —— - ..___y=-^r. " J.._____
Hotel Altitude and t^ie figure* \ ^ 44 sec 
in parenthesis are for VM-10 1 (J3) 
atmosphere, those not are Iake ^g^ aegolution | i 
for VM-8 before I<T^ f
^^ (7) 4 »«c
Pre -vernier «
24 «ec 
7 I C2?) 










Bilaval «v«ota , 
2Sf DC to 10 3
t t—t
28? DC Fro. C/B LCA =41Load OontrolII_______
t-liOO
ft/aw T.loctty C/l
itf«fatlOT tl«. ~" 
ft AUU*4. «/l - if ^ 
0/1 « aV ^
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f f f 50 IBS 
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X X X ;
Note: Knowledge of Trajectory vs Time is assumed 
(X) Means not measured directly
m 
Ci
Fig. 12 Backup of Entry Science




















entry & terminal 
descent & landing 
phases
Density 
Above 7 x 10 "5 gr/cc
Density
-9 
Ground to 2 t 5 x 10
gr/cc
MEASUREMENT TECHNIQUES
roll axis near eg 
(ambient density from
^ - ballistic coeff .
ambient density from
P ~ p U
p - ambient density 
U - free-stream velocity
7 -ray back scatter
Number of backscattered 
7 -rays is a function of 
ambient gas density
3 -ray forward scatter
Number of deflected 3 -rays 
is a function of ambient 
gas density
X-ray scatter gauge 
Coraptoii scattering and/of
photo electric effects 





Accel«ron»eter ' \ 
triad located 
on roll axis 











Similar to gamma ray densitoraeter
PREVIOUS USE OF TECHNIQUE
Drag of a falling sphere for high-alti­ 
tude density (12, 13)
Drag of satellites for high-altitude 
density (14, 15)
lifting reentry vehicle (5, 16) 
Atmosphere structure from onboard meas-
uration (7)
Studied extensively for Mars density 
profile from an entry vehicle (17, 18, 
19)
Reliable & proven technique for super -
dynamic bodies (6, 20, 21)
A conceptual design has been completed. 
Development of an engineering prototype 
is in progress. The technique could 
provide continuous direct measurement 
of atmosphere density from entry alti­ 
tudes to the planet surface (25)
High altitude soundings (26)
High altitude soundings (26)
EVALUATION OF 
PRELIMINARY DESIGN
A well-established tech­ 
nique in atmospheric re­ 
search on Earth
Analytically studied in 
detail for research in 
planetary atmospheres
Experimental verification 
for Voyager application 
through the PRIME & PEPP 
programs
Selected 
Provides a reliable tneas-
physically redundant to 
density obtained from 
drag
Mounting requirements are 
simple
Not Selected
Untried in atmospheric 




















Ion and/or electron 
density ion composi­ 
tion and electron 
temperature







Continuum flow dur­ 
ing maximum aero­ 




brems strahlung X-rays in




(Ambient density from 
luminous intensity)
(Species partial den­ 
sities from luminous 
spectra)
Langmuir probe or modi- 
fled probes with grids.
Particle kinetic energy 
is measured with "poten­ 
tial hill" due to 
charged grid, current 
represents density. Ion 
kin. energy proportional 
to molecular weight.
Absorption Spectrometer
Absorption of sunrays in 
elected IR and UV bands 
s measured. Selected 
pec tr urn bands are char- 
cteristic for specific 
onstituents
Emission Spectroscopy
The light spectrum emitted 








/ \$J^r \^^ Open flow 
1 1 — r~"~-^3c\ _fe* i through 
Jf — '^f""®*! mounting 




Flush-mounted ^ ^•^^^^^^\^gBi^ Cylindrical 





back with "™ 
wide view ^ 
angle to ^^^^^ 
avoid /^***^^*^ 




Scanning — • ^ "^^^-il^^**^
radiometer ^*Quarz window 
in nose of a«ro- 
shell for viewing 
shock-layer 
radiation
PREVIOUS USE OF TECHNIQUE
High altitude soundings (26)
Loi^ density wind tunnels for local den­ 
sity, temperature, & relative composi­ 
tion .of Ar-He mixtures (27, 28)
Rocket experiment in preparation at 
University of Toronto Institute for 
Aerospace Studies for obtaining atmos­ 
phere temperature & partial density of 
nitrogen at Earth altitudes of 70 to 
ISO km
Coniidered for use with gases expected 
to be encounter td on Mars (29)
Widfly used technique for atmospheric 
research from sounding rockets & satel- 
(30-32, 100,101)
High altitude soundings (97, 96)
Much theoretical & 
tn spectroscopic of 
radiation planetary 







Untried in atmospheric 
research at this
Weight & complexity of 
deployable 
not considered 
compatible with Voyager 
1973 design constraints
Not Selected















likely & will 
be in IR, 
ex­ 
pected radiation in 
is | 











Free molecular flow 
regimes at high 
altitudes
Mass spectrometer in cavity.
Uses density enhancement in 
cavity due to high velocity 
(4 km/sec). In MS particles 
are ionized and separated by 
magnetic and/or electrostatic 
fields
No known previous use. Concept con­ 
sidered because of density enhance­ 
ment in the stagnation cavity. This 
can be as high as 40 & can raise by 
20 km the altitude at which stable 
species may be detected (20)
MS mounted in cavity 
connected to stagnation 
point
Not Selected
Untried in atmospheric 
research at this time
Adsorption, desorption, 
& replacement reactions 
at cavity walls prevent 
unambiguous interpreta­ 
tion of results. Re­ 
active species cannot be 
detected
12 Density, neutral or 
Ion composition
Entry down to am­ 
bient pressures
near 5 x 10 torr 
(See Fig. 1 of 
Ref 20)
Fly through mass spectrometer
Molecular beam is defined out 
of free stream gas
No known previous use. Concept con­ 
sidered because the flow-through de­ 
vice defines a molecular beam out of 
the free stream gas & uses vehicle 
motion to produce high vacuum around 
the beam. Range of unambiguous re­ 
sults obtained in free molecular flow 
may thus be extended downward approx­ 
imately 30 km (20)
Not Selected
Untried in atmospheric 
research at this time
Weight & complexity of 
deployable instrument 
arms not considered com­ 







Free molecular flow 
regimes at high 
altitudes
Open ion source with repeller 
grid
Open ion source minimizes 
surface interaction, repeller 
grid is used periodically for 
calibration to provide poten­ 
tial hill to exclude all 
particles except those with 
free-stream relative poten­ 
tial energy
Special grid 
in ion source 
provides snail 
retarding poten­ 
tial to exclude 
sll particles 






MS with repeller 
grid on aerothell 
with open ion source 
projecting
Extensive background from Earth atmos­ 
pheric research In use of mass spec­ 
trometer with open ion source (52, 
55-59)
Techniques applicable at Voyager 1973 
entry velocities & using open forward- 
facing ion sources are being evaluated 
aboard present & planned satellite 
flights
A strong experience base 
exists for implementing 
this technique
Use of the retarding po­ 
tential offers possibil­ 
ity for inflight and on- 
site calibration of the 
ion source
Direct measurement of at­ 
mosphere composition at 
high altitude is consid­ 




refines based on 
ambient: mean free 
paths greater than 
7 times the probe 
dimension
Molecular speed ratio probe 
f Ratio
(R - universal gas constant
T - Ambient temperature
m - mean molecular weight)
q * stagnation-point heat 
s transfer
q - flat-plate heat 
^ transfer r - .016 in'.




Evaluated for experimental instrumenta­ 
tion in non-equilibrium expansion proc­ 
esses research (60)
Concept considered because of promising 
results from initial evaluation. The 
experimental quantity RT/m gives ambient 
T directly if m is known by mass spec­ 
trometer. Also, ambient pressure is 
given directly If knowledge of ambient 
density is obtained from drag measure­ 
ments
Not Selected
Untried in atmospheric 
research at this time
Special requirements 
include cooling of 
heat transfer surfaces, 
maintaining surfaces so 
that accommodation co­ 
efficients are known, & 
projection of a probe 
from the vehicle. These 
requirements were not 
considered compatible 















Supersonic flow in 
the transition & 
continuum flow re­ 
gimes
Pressure
Supersonic and sub­ 
sonic flow in the 
transition & 
continuum flow re­ 
gimes
Pressure
During terminal de­ 
scent
Temperature









Static pressure P is
determined from two or 
more pressure measure­ 
ments
r p ppi-'w'i/'zl
'- H CP1-°P2 J
Cpl and Cp2 are calibration
pressures
Dynamic effects on sideport
small, therefore this pres­ 
sure is close to ambient 
pressure
Total Pressure (P )
of ambient pressure and 
the pressure effect due to 
the flow dynamics of gas 
particles
Pt = 1/2 POQ V^ C p + P^
Radiation thermometer
Narrow band IR emission 
intensity of gas is 
measure of gas tempera­ 
ture
E - K (TI* - V)
Vortex thermometer
Adiabatic cooling near 





Conductive heat transfer 







1 1 A l\
\^^JT ^
A \
shock stand-off distance from aeroshell
Pressure sensor
A -HIJM.
_^r probe ^ g*^
Probe sampling is insensitive 
to angle of attack & will







bag jblow-* i^«^^i!iiim»... 
^
^sepieceX \ I LLocatitm of
\ / \ Element Holder 
L^-^^w^*
Deloyment as shown in column below
^45)
USE OF
feehniqui ha§ been used on Program 
below M2 (6)
techiiique of using in
has been developed (61*43)
Techniques well developed 
low velocities occurring during terminal 
descent (62, 63, 65)
Used for temperature from 




Used extensively on subsonic (M < 0,5) 




it can bt ree- 
emended
Not
Direct measuremf nt of 
ambient pressure not 
signif icfint enough in 
1973 to justify 
weight & complexity of 
the static
Direct measurement of low- 
altitude surface pres­ 
sure if considered a re­ 
quirement for
Mot
inter fers, relatively 
heavy complex ins try- 
mentation needed
Mot
Sensitive to angle of at­ 
tack and it is not 
to design a sensor for a 































Total temperature of gas IT
is achieved when the gas is
so) without removal of any
heat
,0 .«.[i*(,-i),#]
Radioactive kryptonate is 
Imbedded in material which
Loss of radioactivity is 
sensed
Gas chromatograph
Gas is flushed through
absorptive material or
molecular sieves. Flush 
through period Indicates 
composition
Mass spectrometer with 
inlet leak
Leak and pump reduce pres­
sure, Then gas Is inolzed
separation it achieved by
magnetic and/or electro­ 
static fields, Concentra­ 
tion and coapoiition (aau)
are measured
A iwall surface 1§ cooled










TD&L /J —— V
Mounting requirements ^ — Detector 
similar to gas chromato­ 
graph 
. . Na I
' ———— ' Crystal
S' "7^" Source 
HZ. ——— X (heated
1 —— »»J £ilm)




. ——————— _.V_A-"" S"*11"*





-^ Mounted In ^^» 
uncont^inated 
gas stream
Mounting ilmilar to that of dew point
hygrometer
PREVIOUS USE OF TECHNIQUE
A broad background in use of atmosphere
of aerospace & meteorological instrumen­
tation (6, 8, 69, 74)
Technique in experimental stage (75-77)
A micro gas chromotograph column
has been developed for analysis of 
Martian atmosphere duriag entry de-
chromatography instrumentation for 
space application were found to be con­ 
cerned with long-time use on planetary 
& lunar surfaces (9, 78, 79)
Extensive background in development &
use of flight worthy instruments aboard
of sampling leaks for these instruments 
(9, 39, 81-86)
Used for atmospheric measurements with
airplanes, balloons and rockets (88, 89)





Direct sensing of atmos-
ered a required measure -
in the Voyager 1973 mis­
sion




Untried in atmospheric 
research at this time
Selected
Direct measurement of a
atmosphere composition
sldered a requirement 
for the mission
Not Selected
It Is difficult to cool sensing
Long response times at low
humidity
Not Selected
Compatibility with sterlllma* 
tlon and spacef light environ­ 



















During entry and 
terminal descent
Surface imaging
During entry and 
terminal descent
Surface imaging
During entry and 
terminal descent
Surface imaging




changes due to water absorbed 
in the pores of the aluminum 
oxide
Facsimile camera
Single light detector 
with optical scan of 
image elements
Photography with electro- 
optical scan of photo­ 
graph
Dielectric tape, drum 
or disc camera
Image is stored on tape
Vidicon camera
Image is recorded in 
form of electrostatic 
charges and scanned
MOUNTING REQUIREMENTS
A^203 hygrometer — ^
A V
^ ^
Mounted in stream of 
gas that has not 
contacted other 
structure
The mounting requirements for all alternates 
for surface imaging are very similar
^- ——— B C —— -^^" , K^^K'<
/ \ ' *. i i \
Three promissing approaches for mounting
"5^7 *f^
^•s. L^S^ Narrow 
^^JfL^^ angle 
Selected / VS. camera 
camera t \ ^^^ 
mounting / \ >. Wide 
^angle 
camera
Rigidly mounted conventional vidicon 
cameras with retractive optics for a 
wide and a narrow field of view were 
selected
PREVIOUS USE OF TECHNIQUE
Aluminum oxide sensors have been used 
on balloon & rocket sondes for atmos­ 
pheric research. Development work to 
demonstrate feasibility of the tech­ 
nique for humidity measurements in 
planetary atmospheres has been con­ 
ducted (90-92)
has been developed and such a camera 
was used on Luna 9 and Luna 13 (93)
Lunar orbiters
A dielectric camera has been developed 
and qualified to Nimbus test level (94)
Many vidicon cameras have been applied in 





on use for atmospheric re­ 





ered a requirement for 
mission




landing because of 
development time, 
instrument 









Table 2 Weight, Volume and Power for the Entry Science Subsystem
"""*"- — — ^ Parameter 
Component ^^**""***"*^-*^^>IIB^^
Science Data Subsystem Control Unit
Science Data Subsystem Storage Unit
Signal Conditioner Unit
Television Electronics Unit
Television Camera Unit, TDL






Aeroshell Signal Conditioner Unit

























10 x 10 x 5
13 x 7 x 7
10 x 6 x 6
14 x 8.6 x 2.8
2.5 x 2.5 x 1.75
2.5 x 2 dia
10 x 1 x 0.1
10 x 1 dia
3x2x2
4 x 0.75 dia
2.5 x 2 dia
0.65 x 0.8 dia








































*Power for these instruments is accounted for by the Signal Conditioner Units,
Table 3 Entry Science Data Summary
Entry Period
Entry (800,000 ft) 
to 
3000 ft/sec Velocity













































































Modulator Sweep, Mass Spectrometer













Volts, 28 VDC Power Subsystem
Current, 28 VDC Power Subsystem
Bilevel Event Data (20)
TV power turn on
Instrument calibrate initiate
Mass spectrometer sequencing
T -800, 000 ft command
(Spare Bilevel Channels - 16)













































































































A major frame equals 16 minor framesj minor frame rate is one per second. 
*Analog data paralleled for back-up by C/B telemetry.
Note 1: The 56 digital words from the mass spectrometer represent 50-7 bit atmospheric composition 
words and 6-7 bit spectrometer engineering data words.
Note 2j The 56 spectrometer sweep words are 50-7 bit sweep calibration words and 6-7 bit 
spectrometer engineering words.
Note 3: 20 bilevel channels of on-off event data (2-10 bit words, each bilevel channel represents 1 bit).
10.3-37
Table 3 Format B NRT Data 3000 ft/second Velocity to Aeroshell Staging
MEASUREMENT
Sclanca Data
*Fra8sure, Stagnation, (NASA Anas)













Volt., 28 VDC Power Subsystem
Currant, 28 VDC Powar Subsystem
CcMBnmication Subsystem
folts lias UBF franaraitter 1
folta. Hat UH7 Transmitter 2
fcmir output HOT Transmitter 1
FoPar output UHF Transmitter 2
T*l*vieioit - Entry
Current, vidicon filawtnt
Video, output, paak datactor
Current, her icon tal daflaction
Current, vartical daflaction
Voltaga^ powar supply Multivibrator






Ta«par«tura t powir condteionar
lll.v.1 Ex«nt Data (20)
3000 ft/s*c vtiloeity tignal
format 1 data modes
W Tr«,n»«ltt,«r on
Static stovaga r*-d o«t
Tf ffita* ••qwinca initiata
TV pr apart laaft circuit
ff »ob»lar circuit
(Spara Hl-v-1 Ch^nn-1. - 13)




































































































































































A «*J«r U -i«^ fraiitrat tfHnit ftiibii wmm im wm fur •vecwi
10 t»ll«V«l ehAWMll Of 
-»-nt* 1 bit).




















folta, 28 VDC Power Subsystem
Current, 28 fDC Power Subsystem
Coaaunication Subsystem
Volta, Biae UmT Transmitter 1
Volt., lla. UHF Transmitter 2
Power Output UHP Traneaitter 1
Power Output DBF Transmitter 2
Television - TDL
Currant, Vldicon filament
Video ovtpvt, peak detects*
Current, horizontal deflection
Current, vertical deflection








li level Event Data (20)
A er oa he 11 separate •igmal
Poraat C data aode
Static star age read-out
TV frame sequence initiate
Vernier a tart command
Vernier shut-down command
Maas spectrometer initiate
TV prepare leap circuit
TV wobbler circuit
TV Lena cap position
(Spare Bllevel Ghana. 1« - 10)
















































































































































































A major frame equal* 16 minor frames{ minor fraae rate is one per second.
*Aaalog science data paralleled for back-up by C/B Telemetry.
lot* It. The 112 digital words from the aass spectrometer represent 100-7 bit atmospheric
cwpoiltion words and 12-7 bit spectrometer engiaieering. data words.
Mot* 2i The 112 spectrometer sweep words are 100-7 bit sweep calibration words and 12-7 bit
spectrometer engineering words.
Mote 3i 20 bilevel channels of on-off event data (2-10 bit words, each bilevel channel
represents 1 bit).
10.3-39























240 horizontal elements 
per TV line digitized 
to 6 bit/element
One complete TV scan 
line
